
 
 
 
 

 

 
 
 
 
 
 
 

         ALABAMA CONTRACT 
 

T300 Price Sheets 
 
 
 
 

           Contract # 4010273 
 Expires 09/30/2009 

 
 
 
 
 
 

Prices effective October 1, 2008 
 
 
 
 

 
 

Land Mobile               Marine                  Aviation                 Receivers             Amateur 

 
All stated specifications are subject to change  without notice or obligation. 

All Icom radios meet or exceed FCC regulations limiting spurious emissions. 

Please call Icom America Alabama State Contract Support at 425.450.6090. 

 
Visit our Website!  www.icomamerica.com 



GOVERNMENT SALES 
 

 
 

Icom America, Inc. 
Corporate 

Headquarters 

2380 116th Avenue NE 

Bellevue, WA  98004 

Main Phone:  425.454.8155 
 
 

 
Phone 

Fax 

 
 

GOVERNMENT SALES INFORMATION 

425.450.6090 

425.450.6063 

Toll-Free Phone                   800.306.1403 

Technical Support 

Internal Parts Support 

800.253.1498 

425.454.7619 

Service Support                    800.306.1380 

GSA Support Email 

Parts Support Email 

Website 

gsa@icomamerica.com 

parts@icomamerica.com 

www.icomamerica.com 
 
 

Terms &  Conditions 
   All invoices are due Net 60 days from date of    

   invoice. 
 
 
 

Credit Card Orders 

Icom America accepts: 

Visa, Mastercard, American Express and 

Government Purchasing Cards. 

 
 
Tax Identification 
 

 
91-1083924 

 
 
 
 

Contract Renewal 
 
 

October 1, 2009 
 

 
 

Freight Charges 

 
 
DUNS #          Cage Code           CCR            Business Size 

 
FOB Destination:  FedEx Ground no charge within 

CONUS. 

 
 

037999331 
 

 
 

62526 
 

 
 

Yes             Large 
 

 
 
 
 
Land Mobile 

Marine 

Avionics 

Amateur 

Receiver 

 
 
 

Warranty 

2 years 

2 or 3 years (depends on product) 

2 or 3 years (depends on product) 

1 year 

1 year 

 
 
 
 
                  T-Number T300   

          Solicitation Number 2195904 
            Contract Number 4010273 
 
 
                      

   
 
 

Accessories            1 year 
 

 
All ICOM radios meet FCC regulations limiting spurious emissions 



T300 Contract Pricing - ICOM AMERICA, Inc. Notations 
 
 

Model Number Scheme 

 
* Each radio has a family/series - F14 series includes F14/F14S/F24/F24S 

* Smaller number in the series indicates VHF and larger number indicates UHF (i.e. F3161/F4161 

   3 = VHF, 4 = UHF) 

* S = Simple (no keypad) 

* T = keypad 

* TR = Trunking 

* DTC - Drop-In Trickle Charger Kit 

* RC = Rapid Charger Kit 

 
Ordering VHF Portables 

 
Icom's VHF handheld radios come standard with the 150-174 MHz antenna. Icom also makes the blue tip 136-155 MHz antennas. When you order VHF 

handheld radios from Icom, please confirm what frequency you need. If you need the 136-155 MHz frequency range, we will swap out the standard antenna 

and replace with the one you want at no additional cost. 

 
Also please check to make sure you have the appropriate UHF antenna since our new UHF portables come with 70 MHz coverage. 

 
Substitution Policy 

 
Stubby antenna and battery substitutions permitted on request, price differences may apply. When ordering, please use the upgrade and substitution codes 

needed (e.g. BP210N UPGRADE). See the appropriate accessory pages for these new codes. 

 
 

Programming Options 
 

We provide customized programming and optional module installation on new radio orders. Please add a line item to your Purchase Orders. 

 
The below pricing is per radio and it is Open market: 

 
Quantity                Open Market 

1-20 Radios          $ 

21-50 Radios         $ 

51+ Radios           $ 

26.14 

15.69 

10.46 

 
Miscellaneous Modifications/Options 

 
SmarTrunk Microphone Modifications 

Icom's service department can modify the HM-152 mobile speaker microphone to mute the mic element until the PTT is pressed. This allows the radio to 

work in an optional SmarTrunk application. Please add a line item to your Purchase Order. 

 
The below pricing is per microphone: 

 
Quantity                Open Market 

1-20 Radios          $ 

21-50 Radios         $ 

51+ Radios           $ 

26.14 

15.69 

10.46 

 
Ignition Sense 

 
If you would like to add ignition sense to your mobile radios, the charge is $20 per radio (Open Market).  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Alabama State Contract 4010273 
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FOR RADIO 

MODEL 

 
 
 
 
 

 
BLACK PART 

NO.                    CONNECTOR  TYPE                                        DESCRIPTION 
 

For use with Remote Speaker Mics 

 
 

*Not compatible              V1-10282*                2.5mm Straight Plug                               Acoustic tube style earpiece 

with Legacy Mic              V1-10432*             2.5mm Right Angle Plug                    Coil cord (30" extended length), black 

 
V1-EH22R131*         2.5mm Right Angle Plug                                      D Hanger style 

 
Receive Only Options 

 
 

F3,F3S,F4,F4S            V1-10252                 3.5mm Straight Plug 

 
 
 

F3G, F4G                V1-10436             3.5mm Right Angle Plug 

 
 
 
WEARING WEIGHT: 

1.1 oz. 

 

 
F33G, F43G                                                                                                                              CABLE: 

F11, F21, F14, F24        V1-10755              Molded plug w/2 screws                           48" length; 30 lbs. pull typical 

F3021, F4021 

2 WIRE PALM MIC KIT 

 
F3G, F4G                V1-10599               2.5/3.5mm Right Angle                  One cable with earphone & acoustic tube 

Overmolded Connector                 One cable with mic/ptt in common housing 

 
 
 

F33G, F43G              V1-10756 

F11,F21,F14,F24                                       Molded plug w/2 screws                                  WEARING WEIGHT: 

F3021, F4021      E1-ET2CS131 - D-Hanger                                                                               1.8 oz. 

CABLE PULL: 

F30G, F40G                                                        Multi Pin 

F3061, F4061             V1-10601              Overmolded Connector 

M88                                                                                                                                30 lbs. Typical 

F50, F60 

F70, F80                 V1-10822                          Multi Pin 

Overmolded Connector 

2-WIRE EARBUD PALM MIC KIT 

 
 
 
2.5/3.5mm Straight                         One cable with earbud style earpiece 

F3,F3S,F4,F4S        V1-B22CA131          Overmolded Connector                 One cable with mic/ptt in common housing 

 
F3G, F4G            V1-B22CC130           2.5/3.5mm Right Angle                                       CABLE PULL: 

Overmolded Connector                                        30 lbs. typical 

F11, F14, F33G       E1-EB2CS131          Molded plug w/2 screws                                  WEARING WEIGHT: 

F3021                                                                                                                                      .8 oz. 

3-WIRE MINI LAPEL MIC KIT 

2.5/3.5mm Straight                     One cable with earphone & acoustic tube 

F3,F3S,F4,F4S            V1-10396              Overmolded Connector                                    One cable with mic 

One cable with barrel style ptt 

 
F3G, F4G                V1-10600               2.5/3.5mm Right Angle 

Overmolded Connector                                  WEARING WEIGHT: 

    2.1 oz. 

F30G, F40G              V1-10602                          Multi Pin 

M88                                                   Overmolded Connector 

F50, F60                 V1-10823                          Multi Pin 

F70, F80                                               Overmolded Connector 
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FOR RADIO 

MODEL             PART NO. 

PTT OPTIONS FOR HEADSETS 

80mm Body PTT  V1-10513 

 
 

WITH IN- 

LINE PTT       CONNECTOR  TYPE                                PRODUCT SPECS 

 
 

Ring PTT        V1-10514                              All connect with headsets 

Flat PTT         V1-10515                                           with pigtail 

Barrel PTT       V1-10519 

LIGHTWEIGHT SINGLE SPEAKER HEADSET 

 

 
 
 
 
 

CABLE LENGTH: 

F3,F3S,F4,F4S        V4-10120           Yes              2.5/3.5mm Straight           48" Overall; approx. 12" straight cord from 

Overmolded Connector       radio to PTT, 36" from PTT to headset 

WEARING WEIGHT: 

F3G, F4G            V4-10393           Yes           2.5/3.5mm Right Angle       .27 lbs. Typical 

Overmolded Connector     MIC ELEMENT: 

F33G, F43G                                                                                                   Electret 

F11,F21,F14,F24      V4-10479           Yes          Molded plug w/2 screws    BOOM: 

F3021, F4021                                                                                                 Adjustable left or right boom 

F30G, F40G          V4-10397           Yes                       Multi Pin                 HEADBAND: 

M88                                                             Overmolded Connector      Padded 

F50, F60             V4-10514           Yes                       Multi Pin 

F70, F80                                                         Overmolded Connector 

BREEZE BEHIND-THE-HEAD HEADSET, SINGLE SPEAKER, WITH LEFT BOOM MIC 

CABLE LENGTH: 

F3,F3S,F4,F4S      V4-BA2CA1         Yes              2.5/3.5mm Straight           Std. PTT versions - 48" Overall; approx. 12" 

Standard      Overmolded Connector       straight cord from radio to PTT, 36" from PTT 

  to headset.  Mini PTT versions - 36" Overall; 

 approx 24" straight cord from radio to PTT, 12" 

F3G, F4G          V4-BA2CC5         Yes                                                       from PTT to headset. 

Mini                                                      WEARING WEIGHT: 

  Less than 1 oz. 

V4-BA2CS1         Yes                                                      LEFT BOOM ONLY 

Standard   Molded Plug w/2 screws       SINGLE SPEAKER 

F3021, F4021 

F33G, F43G        V4-BA2CS5         Yes                                                      MIC ELEMENT :  Electret 

F11, F21                                        Mini 

F14, F24 

 

 
F30G, F40G 

V4-BA2CS3B        Yes 

w/pigtail for remote ptt 

 
F3061, F4061                                    Yes                       Multi Pin 

M88              V4-BA2CM1     Standard      Overmolded Connector 

F50, F60 

F70, F80 

F30G, F3061      V4-BA2CM3B        Yes       Multi Pin - overmolded connector 

F50, F70                                  w/pigtail for remote ptt 

EXPLORER , LIGHTWEIGHT, FLEXIBLE EARLOOP W/BOOM MIC, QUICK DISCONNECT ACOUSTIC TUBE 

CABLE LENGTH: 

F3G, F4G          V4-EX2CC5         Yes           2.5/3.5mm Right Angle       36" Overall; approx. 24" straight cord from 

Mini          Overmolded Connector       radio to PTT, 12" from PTT to headset 

WEARING WEIGHT: 

F33G, F43G        V4-EX2CS5         Yes          Molded plug w/2 screws      Less than 1 oz. 

F11,F21,F14,F24                                 Mini                                                      BOOM: 

F3021, F4021                                                                                                 Adjustable left or right boom 

F50, F60,          V4-EX2CE1         Yes                       Multi Pin                 SINGLE SPEAKER                                                           Ear insert options available - 

F70, F80                                    Standard      Overmolded Connector      With quick disconnect acoustic tube                               Flexible open ear insert and 

MIC ELEMENT :  Electret                                               noise attenuating plugs. 
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FOR RADIO 

MODEL             PART NO. 

 

WITH IN-LINE 

PTT              CONNECTOR  TYPE                           PRODUCT SPECS 

HURRICANE, LIGHTWEIGHT, DUAL EAR, BEHIND-THE-HEAD HEADSET 

CABLE LENGTH: 

F3G, F4G         V4-HC2CC5            Yes             2.5/3.5mm Right Angle     36" overall, 24" radio to PTT, 12" PTT to 

Mini             Overmolded Connector     headset 

NRR: 

  21db 

F30G, F40G       V4-HC2CD1            Yes                         Multi Pin                MIC ELEMENT: 

M88                                           Standard         Overmolded Connector      Noise-canceling electret 

BOOM: 

F50, F60          V4-HC2CM1            Yes                         Multi Pin                 Unidirectional Flex boom, left boom only 

Standard         Overmolded Connector 

RANGER, SINGLE EAR, BEHIND-THE-HEAD RUGGED HEADSET 
 

CABLE LENGTH: 

F30G, F40G       V4-NR2CD1            Yes                         Multi Pin                  33" headset to PTT, coiled cable PTT to 

M88                                           Standard         Overmolded Connector      connector 10"retracted, 36"extended 

WEARING WEIGHT: 2.85lbs typical 

Yes                         Multi Pin                MIC ELEMENT: Noise-canceling electret 

F50, F60          V4-NR2CM1       Standard         Overmolded Connector    BOOM: 

  Flexible, noise cancelling left boom mic 

OVER-THE-HEAD STYLE, NOISE ATTENUATING HEADSETS 

 

 
 

CABLE LENGTH: 

F3,F3S,F4,F4S       V4-10121              Yes                 2.5/3.5mm Straight         Standard headsets 48" overall 

Overmolded Connector     12" radio to PTT, 36" PTT to headset 

WEARING WEIGHT: 

F33G, F43G                                                                                                         1.2 lbs. Typical 

F11,F21,F14,F24      V4-10480              Yes            Molded plug w/2 screws   NRR: 

F43TR                                                                                                              24db 

MIC ELEMENT: 

F30G, F40G                                                                        Multi Pin                  Noise-canceling electret (3db) 

M88                 V4-10515              Yes             Overmolded Connector      Extreme noise replacement avail. (19db) 

BOOM: 

F50, F60                                                                           Multi Pin                Wire frame adjustable left or right 

F70, F80             V4-10469              Yes             Overmolded Connector 

 
F121/S, F221/S         V4-10487              Yes                   RJ45 Connector          Coiled cable from PTT to connector 

 
BEHIND-THE-HEAD STYLE, NOISE ATTENUATING HEADSETS 

 

 
 
 

CABLE LENGTH: 

F3,F3S,F4,F4S       V4-10122              Yes                 2.5/3.5mm Straight         Standard headsets 48" overall 

Overmolded Connector     12" radio to PTT, 36" PTT to headset 

WEARING WEIGHT: 

F3G, F4G            V4-10395              Yes             2.5/3.5mm Right Angle      1.2 lbs. Typical 

Overmolded Connector    NRR: 

  24db 

F33G, F43G          V4-10481              Yes          Molded plug w/2 screws     MIC ELEMENT: 

F11,F21,F14,F24                                                                                                     Noise-canceling electret (3db) 

F30G, F40G                                                                                                         Extreme noise replacement avail. (19db) 

M88                                                                               Multi Pin                BOOM: 

F50 ,F60             V4-10516              Yes             Overmolded Connector     Wire frame left boom only. 

F70, F80 

 
F121/S, F221/S         V4-10488              Yes                   RJ45 Connector          Coiled cable from PTT to connector 

 
SKULL MIC SYSTEMS 

 
F30G, F40G          V4-10399                                              Multi Pin                             Skull microphone with straps, 

M88                                                                   Overmolded Connector                 Earcup and 80mm body PTT 

 
THROAT MIC SYSTEMS 

F33G, F43G      V1-T12CS137           Yes          Molded plug w/2 screws 

F11,F21,F14,F24 

 

 
 
 
 
 

Throat microphone with 80mm body PTT 

F30G, F40G      V1-T12CE137                                           Multi Pin                           and acoustic tube style earpiece 

M88                                                                   Overmolded Connector 
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FOR RADIO 

MODEL               PART NO.     CONNECTOR  TYPE                            PRODUCT SPECS 

GENESIS WATERPROOF SPEAKER MIC WITH REMOVABLE FRONT GRILL COVER  

F33G, F43G            V2-G2CS211      Molded plug w/2 screws        DESCRIPTION: 

F11,F21,F14,F24                                                                                      Basic model - coil cord, high profile, tactile PTT 

switch. F30G, F40G            V2-G2CD211                       Multi Pin 

M88                                                    Overmolded Connector     OPTIONS:  6 pin accessory jack to allow use of throat mic, 

Mic output:  -52dBV output @ 94 Db SPL @ 1kHz                    skull mic or ranger headset; emergency button; antenna 

F50, F60               V2-G2CM211                       Multi Pin                  connector; straight or coiled coax cable on antenna version. 

F70, F80                                                Overmolded Connector 

Mic output:  -52dBV output @ 94 Db SPL @ 1kHz 

V2-10272                          Multi Pin 

Overmolded Connector     Part numbers shown are for basic model. Call for specials. 

Mic output:  -44dBV output @ 94 Db SPL @ 1kHz 

H20 EVOLUTION STYLE SPEAKER MIC IMMERSION RATED (IP68) 

DESCRIPTION: 

F3G, F4G                 V2-10253              2.5/3.5mm Right Angle      Includes Hi/Lo volume switch 

Overmolded Connector 

CABLE LENGTH: 

F33G, F43G               V2-10290             Molded plug w/2 screws       Coiled: 36" extended 

F11,F21,F14,F24                                                                                        Straight: 25" extended 

F30G, F40G               V2-10234                          Multi Pin                  WEIGHT: 

M88                                                    Overmolded Connector       .5 lbs. 

 
F50, F60                  V2-10315                          Multi Pin 

F70, F80                                                Overmolded Connector 

EVOLUTION STYLE SPEAKER MIC 

2.5/3.5mm Right Angle 

F3G, F4G                 V2-10200              Overmolded Connector     DESCRIPTION: 

Includes Hi/Lo volume switch and 2.5mm earphone jack. 

 
F33G, F43G               V2-10288             Molded plug w/2 screws     CABLE LENGTH: 

F11,F21,F14,F24                                                                                        Coiled: 36" extended 

  Straight: 25" extended 

F30G, F40G 

M88                      V2-10314                          Multi Pin                  WEIGHT: 

F50, F60                                                Overmolded Connector     .5lbs 

F70, F80 

 
PROFILE SPEAKER MIC 

F3,F3S,F4,F4S           V2-L2CA11                2.5/3.5mm Straight         DESCRIPTION: 

Overmolded Connector     Includes 2.5mm earphone jack 

 

 
F3G, F4G               V2-L2CC11            2.5/3.5mm Right Angle 

Overmolded Connector     CABLE LENGTH: 

Coiled:  36" extended 

F33G, F43G             V2-L2CS11            Molded plug w/2 screws     or 10" retracted 

F11,F21,F14,F24                                                                                      Weight: 

F30G, F40G                                                                                          .35 lbs 

M88                    V2-L2CM11                        Multi Pin 

F50, F60                                                Overmolded Connector 

F70, F80 

LEGACY SPEAKER MIC 

DESCRIPTION: 

F3G, F4G               V2-C2CC11            2.5/3.5mm Right Angle      Includes 2.5mm earphone jack 

Overmolded Connector     (Uses V1-10598 earphone kit) 

 
F33G, F43G             V2-C2CS11           Molded plug w/2 screws.    CABLE LENGTH: 

F11,F21,F14,F24                                                                                        Coiled: 20" extended 

WEIGHT: 

.338 lbs. 
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FOR RADIO 

MODEL            PART NO.       WITH IN-LINE PTT       CONNECTOR  TYPE                        PRODUCT SPECS 

HURRICANE, LIGHTWEIGHT, DUAL EAR, BEHIND-THE-HEAD HEADSET 

CABLE LENGTH: 

F30G, F40G      V4-HC2CD1-S                 Yes                              Multi Pin                36" overall, 24" radio to PTT, 12" PTT to 

M88                                                Standard              Overmolded Connector    headset 

NRR: 

  21db 

F50,F60         V4-HC2CE1-S                 Yes                              Multi Pin               MIC ELEMENT: 

F70, F80                                            Standard              Overmolded Connector     Noise-canceling electret 

BOOM: 

 Unidirectional Flex boom, left boom only 

 
RANGER, SINGLE EAR, BEHIND-THE-HEAD RUGGED HEADSET 

 

 
 
CABLE LENGTH: 

F30G, F40G      V4-NR2CD1-S                 Yes                              Multi Pin                 33" headset to PTT, coiled cable PTT to 

M88                                                Standard              Overmolded Connector     connector 10"retracted, 36"extended 

WEARING WEIGHT 

 2.85 lbs. Typical 

F50,F60         V4-NR2CE1-S                 Yes                              Multi Pin               MIC ELEMENT: 

F70, F80                                            Standard              Overmolded Connector     Noise-canceling electret 

BOOM: 

  Flexible, noise cancelling left boom mic 
 

OVER-THE-HEAD STYLE, NOISE ATTENUATING HEADSETS 

Yes                              Multi Pin               CABLE LENGTH: 
F30G, F40G        V4-10391-S                                           Overmolded Connector    Standard headsets 48" overall 

M88                                                                                                                     12" radio to PTT, 36" PTT to headset 

WEARING WEIGHT: 

Yes                              Multi Pin                 1.2 lbs. Typical 

F50,F60           V4-10469-S                                           Overmolded Connector   NRR: 

F70, F80                                                                                                                   24db 

MIC ELEMENT: 

  Noise-canceling electret (3db) 

  Extreme noise replacement avail. (19db) 

BOOM: 

Wire frame adjustable left or right 

 
BEHIND-THE-HEAD STYLE, NOISE ATTENUATING HEADSETS 

V4-10392-S                   Yes                              Multi Pin               CABLE LENGTH: 

F30G, F40G                                                                      Overmolded Connector    Standard headsets 48" overall 

M88                                                                                                                     12" radio to PTT, 36" PTT to headset 

WEARING WEIGHT: 

V4-10470-S                   Yes                              Multi Pin                 1.2 lbs. Typical 

F50,F60                                                                         Overmolded Connector   NRR: 

F70, F80                                                                                                                   24db 

MIC ELEMENT: 

  Noise-canceling electret (3db) 

  Extreme noise replacement avail. (19db) 

BOOM: 
Wire frame left boom only. 

 
H20 EVOLUTION STYLE SPEAKER MIC IMMERSION RATED (IP68)  

Multi Pin               DESCRIPTION: 

F30G, F40G        V2-10234-S                                           Overmolded Connector   Includes Hi/Lo volume switch 

M88                                                                                                                    CABLE LENGTH: 

  Coiled: 36" extended 

Multi Pin                 Straight: 25" extended 

F50,F60           V2-10273-S                                           Overmolded Connector   WEIGHT: 

F70, F80                                                                                                                   .5 lbs. 

 
EVOLUTION STYLE SPEAKER MIC 

F30G, F40G                                                                                  Multi Pin               DESCRIPTION: 

M88              V2-10162-S                                           Overmolded Connector   Includes Hi/Lo volume switch and 2.5mm 

earphone jack. 

Multi Pin               CABLE LENGTH: 

F50,F60           V2-10274-S                                           Overmolded Connector     Coiled: 36" extended 

F70, F80                                                                                                                   Straight: 25" extended 

WEIGHT: 

.5 lbs. 

 
Following are the ratings that these products meet: 

CLASS I, II, III, DIV 1, Groups C, D, F, G T4 

CLASS I, DIV 2, Groups A, B, C, D T4 

The only area Otto does not meet the Icom rating is DIV 1, Group E (metal dust). 

 
 
 

R-Otto IS page 



KLEIN 2 WIRE KITS HEADSET                        Page 9
 

 
 

FOR RADIO 

MODEL                PART NO. 

 
 
IN-LINE 

PTT            CONNECTOR  TYPE                                  DESCRIPTION 

 
 

Listen & Receive Only Options for use with Remote Speaker Mic 
 

 
 
 
Listen only earpiece with an acoustic 

Shadow                No           3.5mm Right Angle Plug                                   coiled tube. 

Fits into K990 speaker mic                                                                                                               CABLE LENGTH: 

12 inches 

 
Scorpion               No           3.5mm Right Angle Plug                   Listen only earloop with earbud 

Fits into K990 speaker mic 

 
 
 

Single Wire Earpiece Kit 

F11, F21 

F14, F24                Agent-S6              Yes            Screw down connector 

F33G, F43G                                                                                                              D-ring ear loop and speaker, with in-line 

F50, F60                                                                                                            PTT/mic combo.  Non invasive in the ear canal 

F30G, F40G             Agent-S8              Yes                  9-pin connector 

F70, F80 

 
 
 

2-Wire surveillance Microphone Kits - Public Safety Grade 

F11, F21 

F14, F24                Sentry-S6              Yes            Screw down connector          Professional grade, two wire surveillance kit. 

F33G, F43G                                                                                                                  Acoustic tube earpiece, kit includes 

integrated mic and dual depression PTT 

F50, F60                                                                                                                        button with lapel clip (clear tube 

F30G, F40G             Sentry-S8              Yes                  9-pin connector                                            included) 

F70, F80 

F11, F21 

F14, F24                 Double                Yes            Screw down connector           Professional grade, two wire kit with D-ring. 

F33G, F43G             Agent-S6                                                                              earloop and speaker.  Kit includes integrated 

F50, F60                                                                                                                          mic and dual depression PTT 

F30G, F40G               Double                Yes                  9-pin connector                                   button with lapel clip 

F70, F80                Agent S-8 

 
 
 

2-Wire surveillance Microphone Kits - Security Grade 

F11, F21 

F14, F24            Bodyguard-S6          Yes            Screw down connector                     2-wire kits splits at PTT button. 

F33G, F43G                                                                                                                Comfortable earhook with earbud style 

F50, F60                                                                                                             speaker and integrated PTT/mic combination 

F30G, F40G         Bodyguard-S8          Yes                  9-pin connector                                    in common housing 

F70, F80 

 
 
 

Lightweight, Behind-the-Head style Boom Mic 

F11, F21 

F14, F24                Razor-S6                                Screw down connector                Lightweight, behind-the-head design 

F33G, F43G                                                                                                                with single speaker, flexible boom mic 

F50, F60                                                                                                                                     and in-line PTT 

F30G, F40G             Razor S-8                                     9-pin connector 

F70, F80 

 
 
 
 
 

 
R-Klein accessories ï October 2008 




